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CERTIFICATE OF ANALYSIS 

 
INTERCONTINENTAL TERMINAL       PRODUCT: CG TOLUENE  
1943 INDEPENDENCE PARKWAY, DEER PARK, TX    SHORE TANK: 80-13 LOT #300 
SAMPLED AND TESTED BY:  AMSPEC     AFTER DSG OF WEB 404 
DATE TESTED: 2/25/19      
 
METHOD   TEST    Results  

ASTM D 156   SAYBOLT COLOR  + 30 
 
ASTM D 5386   COLOR, PT CO   9 
 
VISUAL    APPEARANCE @ 65 to 78 F PASS (CLEAR & FREE) 
     
ASTM D 4052   DENSITY AT 20 DEG C  0.8666 
ASTM D 4052   API GRAVITY @ 60 DEG F 31.0 
  
ASTM D 850   DISTILLATION RANGE, DEG C 3.0 
    IBP, DEG C   110.4 
    DRY POINT, DEG C  113.4 
 
ASTM D 849   COPPER CORROSION  PASS (1A) 
 
ASTM D 848   ACID WASH COLOR                            

ACID LAYER  1 + 
OIL LAYER  NO COLOR CHANGE 

 
ASTM D 7504   TOLUENE CONTENT, WT % 98.33 
ASTM D 7504   BENZENE CONTENT, WT % 0.2418 
ASTM D 7504   NONAROMATICS, WT %  0.3641 
ASTM D 7504   ETHYLBENZENE, WT %  0.2977 
ASTM D 7504   XYLENES, WT %   0.7623 
 
ASTM D 7183   SULFUR CONTENT, PPM  < 1 
  
ASTM D 7536   CHLORIDES, MASS PPM  < 1.0 
 
GF/AAS    LEAD, PPB-WT   < 5 
 
ASTM D 5191   VAPOR PRESSURE, DVPE 1.04 
    CALCULATION, PSI   
 
ASTM D 2699   RESEARCH OCTANE NUMBER 113 
ASTM D 2700   MOTOR OCTANE NUMBER 107 
CALCULATION   OCTANE RATING (R+M/2) 110 
 
ASTM D 5623   THIOPHENE, PPM  < 0.5 
 
ASTM E 1064   WATER CONTENT, PPM  126 
 
ASTM D 7504 (GC)  1,4 DIOXANE, PPM WT  < 5 
 
ASTM D 5776   BROMINE INDEX  13.2 
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